COUNTRY 
SUBJECT 


USSR 


an aire aft angisie’ plant’ in oscowat' 


“noughly 3,000 meh, working three shifts, According 


produced piston engines: and. jet engines. 


‘the assembly of piston. engines. German engineers. employed 
-plant.-said that. they. worked near the | jet-engine de tn nt in. 


_ workshop specially fenced off, From this. fact and 


that. the German engineers frequently went to the. “stand, ‘st 


eis 


inferred that they were employed for the develorment: of construetic 


of jet ene nGe: 


the 24 engine test. rf nid 
northwestern ptant, It was about 20 meters high: and: 
had « floor erage of 60 square meters, 7 


eelling 30 em thick was put in about 9 meters above the floor, 


engines were mounted on this inserted ceiling, An- dro eveiroaes. 4 


to this: ceiling and ae tested engines were Lifted: ‘by eans of a Qos 
ppolet ing. ‘device. * each jet engin a 


erg dal ae carpenter shop o 


Tyo shipping boxes, 6x3x3 meters, were | 
é the PW. camps: 
-boards ) their‘ interior was lined. wit 
fed gray. The boxes were carried by 1 
of the: plant. From. Soviet workers’ th 
es were to be shipped in the’ boxes 
.eaployees , 3°, percent. ef, wh 


at” 
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Be. = the PY canp was located in an old 
orkshop just by the Side of the new test stand, About LOO Pius 

vworked.in three shifts at ine PY carpentry Shop located in the 

game worishor. Shipping boxes were -anufactured and old ones were: 
repaired there, The upper seetion of the boxes vas detachable 
and strenzthened by flat iron. Four strong iron eyes vere Titted 
at the upper side of the boxes which were about 2. DL « 3x15 meters 
According to a rough estimate, 12 to 20 boxes were vanufactured oF 
reraired within a 24-hovy period, The bores vanes noweVver , be 
factured on special requests which varied vreatly as to ihe naabers 
to be produced, The finished boxes were trucied anay» The tracks 
vould return after 20 minutes at rost., 


4. The new jet envine test stand was at the northvestern side of the 
plant. it was about 1? meters hich and 25 meters long, ‘The side 
facing the Pil camp was covered with a shutter-Like veoden struct 
Phe noise heard from this test stand was entirely different from 
that rredueed by conventional piston engines and therefore it was 
generally assumed among P's that jet encines were being tested 
there. : 


of 


25X1X 
— 25X1A 


me CS EN f¢% © sine test stand 


see annex 1. In the sketch the height of the test stand is civen a 

12 eters, while in the body of the rerort 

as 2C peters. 25X1X 
25X1A Conner. MM sictch of these boxes, see Annex 2. 25X1X 


25X1A  Corment. 


25X1A information fron ef the present report appears 
irmorcbable and does not. azree with state-ents by other Pus, This 
applies particularly to the estimated measurements of the »uildincs 
and chirping boxes, 


Annexes: 


1, Sketch of Jet Engine Test Stand at maubaey No.. 500 
2. Sketches of Shipping Loves 
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